


* Total required CFM to produce rated flow at maximum pump pressure. This is relevant only when the system is used for continuous injection

at the maximum rated pressure. Normal testing applications require much less CFM to begin with and fall to (0) at stall test pressure.

Model Number Maximum Outlet Pressure Open Flow Rate Flow Rate At 85% Rated Output
PSI BAR (GPM) (GPM)*

PSR-2300 2300 158 1.43 .65
PSR-7800 7800 535 .39 .22
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Hydrostatic Test Pumps

Length Width Height Approximate Shipping
Weight

24" 9-1/2" 10-1/2" 42 lbs.

Features
• Self lubricating air over water

intensifier

• Lockable aluminum tool box

• Water supply connection

• Regulator to control inlet ai r
supply

• High pressure bleed valve

• High pressure outlet

P-Series Test Pump

Blue Max II Test Pump

Part Number Description

PSR-0001 Inlet control valve assembly
PSR-0002 Pump rebuild kit
PSR-0003 High flow option
PSR-0004 1/2" diameter high pressure hose, 10 ft.

Weight/Dimensions

Weight Width Height Approx. Shipping Weight

19" 21" 44" 85 lbs.

Other pressures and volumes available upon request. Contact

factory  for details.

Features
• Air Powered pump in selection of pressures and

volumes

• Air input regulator and lubricator

• Air pressure gauge

• Test pressure gauge, glycerin filled

• Water suction strainer with crow’s foot connector

• High pressure system bleed valve

• High pressure test hose, 15 feet w/swivel

• Heavy duty enclosure with handle

Model Number Maximum Pressure Volume @ 100 CPM Pressure Ratio *Maximum CFM Maximum Air 
PSI BAR Required Required

BMX2-1000 1000 69 8.6 gpm 10:1 56 CFM 100 psi
BMX2-3600 3600 247 2.6 gpm 36:1 56 CFM 100 psi
BMX2-10000 10000 686 1 gpm 97:1 56 CFM 100 psi
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